Common Questions About the New D&S Comfort Splint/Nightguard

Can the technician build an anterior ramp for canine guidance? 
· Yes 
Can we specify the thickness of the nightguard, or do they all come standard thickness? 
· Yes, you can specify 
What is an ideal thickness to ask for with this nightguard? 
· 3mm 
Can you design a Tanner Splint with this product? 
· Yes 
Is it still a 4-day turnaround with a traditional impression? 
· Yes 
Do you ever have requests to make the nightguard occlusion in CR position? If so, how do you recommend we take the bite registration? 
· However you would normally capture the bite in the analog world will work for digital 
Do we need to specify that we want a Carbon printed nightguard vs the traditional one on the lab scripts or is D&S moving toward this digital method exclusively? 
· You need to ask for it by name. Write Comfort Splint or Printed Splint/Nightguard on your RX form
If we ask you to reproduce a splint from the digital file, the patient has to be routinely wearing it, correct? 
· Yes if you want it to fit they should be wearing it prior to reprint 
How do digital records and reprints work?  
· Once your restoration is designed, the lab saves it as an SDL file with the doctor and patient name. We simply pull up the file and reprint it. 
Can you make an NTI type splint but with full coverage, only occluding in the anterior? How would you record the protrusive bite with a digital workflow? 
· Yes, you would take a centric bite registration and provide us a measurement of how far protrusively you want the ramp built.  


